Key Features:

△ LC-WNB3000N/LC-XNB3500N: 3,000/3,500 ANSI lumens bright with 85% uniformity and a 3000:1 contrast ratio.

△ LC-XNB4000N: 4,000 ANSI lumens bright with 85% uniformity and a 2000:1 contrast ratio.

△ LC-WNB3000N: Native WXGA (16:10) resolution. Compatible with inputs up-to UXGA and WSXGA+.

△ LC-XNB3500N/LC-XNB4000N: Native XGA (4:3) resolution. Compatible with inputs up-to UXGA and WSXGA+.

△ Supports analog and digital video input in all color standards up-to 1080p.

△ Wi-Fi Display, PC-Free Presentation, USB Display, LAN Display.

△ Wirelessly connect to your Smart phone and Tablet PC.

△ 1.5 Gbytes internal storage for multimedia display.

△ Convenient mid-range (1.2:1) manual zoom and focus lens.

△ Fixed image offset. Automatic vertical digital keystone correction.

△ Accepts composite and S-Video in all major standards.

△ Displays both 4:3 and 16:9 aspect ratios. Supports most HDTV resolutions

△ Built-in 10 Watt sound system. Closed Caption decoding (NTSC).

△ Wired network monitoring and control. Digital zoom: 50% to 400%.

△ Side-accessed lamp and air filter for ease of maintenance.


△ 3 year projector warranty.
**LC-WNB3000N, LC-XNB3500N, LC-XNB4000N SPECIFICATIONS:**

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Brightness</strong></td>
<td>LC-WNB3000N: up to 3,000 ANSI Lumens</td>
</tr>
<tr>
<td><strong>Contrast Ratio</strong></td>
<td>LC-WNB3000N/LC-XNB3500N: up to 3,000:1</td>
</tr>
<tr>
<td><strong>Illumination Uniformity (corner to center)</strong></td>
<td>85%</td>
</tr>
<tr>
<td><strong>Color Reproduction</strong></td>
<td>24-bit (16.7 million colors)</td>
</tr>
<tr>
<td><strong>Resolution and Aspect Ratio</strong></td>
<td>XGA (1024x768), 4:3</td>
</tr>
<tr>
<td><strong>Lamp</strong></td>
<td>LC-WNB3000N/LC-XNB3500N: 240 Watts UHP</td>
</tr>
<tr>
<td><strong>Estimated Lamp Life</strong></td>
<td>LC-WNB3000N/LC-XNB3500N: up to 3,000 Hours</td>
</tr>
</tbody>
</table>

**Image Size**
- LC-WNB3000N/LC-XNB3500N: 2.359,296 (1024x768) x 3
- LC-XNB4000N: 3,072,000 (1280x800) x 3

**Image Display**
- LC-WNB3000N/LC-XNB3500N: 40 – 300 in (101 – 762 cm)
- LC-XNB4000N: 2.9 – 22 in (0.89 – 5.61 m)

**Image Width**
- LC-WNB3000N/LC-XNB3500N: 2.0 – 20 ft (0.61 – 6.1 m)
- LC-XNB4000N: 2.9 – 22 ft (0.89 – 6.7 m)

**Throw Distance**
- LC-WNB3000N/LC-XNB3500N: 3.7 – 34 ft (1.14 – 10.5 m)
- LC-XNB4000N: 3.96 – 30.5 ft (1.21 – 9.29 m)

**Lamp**
- LC-WNB3000N/LC-XNB3500N: Fixed Image Offset, Ratio (Top/Bottom) 5:1
- LC-XNB4000N: Fixed Image Offset, Ratio (Top/Bottom) 9:1

**Input Connectors**
- USB Type A (with Dongle) x 1
- HDMI x 1
- DVI-D x 1
- D-sub 15 x 1
- RCA x 2
- Stereo Mini x 2
- Mini Stereo x 2
- RJ45 x 1
- D-sub 9 x 1

**Video Formats**
- NTSC / PAL / SECAM
- XGA, SXGA+, SXGA, XGA, SXGA+, SXGA, VGA, MAC

**Power Requirements**
- 100 – 240V AC, 50/60 Hz

**Electrical Safety Compliance**
- IEC / UL / cUL

**Heat**
- LC-WNB3000N/LC-XNB3500N: up to 1,160 BTU/hr
- LC-XNB4000N: up to 1,108 BTU/hr

**Warranty**
- 3 years for Video Inputs
- 1 year ownership / 500 hours use (which ever occurs first)

**Optional Accessories**
- Replacement Lamp, Component Video Input Cable (Dsub15 to RCA), Ceiling Mount, Ceiling Post & Plate, Soft Carry Bag

**Included Accessories**
- Power Cord 6.0 ft. (1.8 m) Detachable, VGA
- Computer Input Cable (Dsub15 to Dsub15), Wireless Remote Control (with 2 AAA Batteries), Wi-Fi Dongle

**Weight**
- LC-WNB3000N/LC-XNB3500N: 7.5 lb (3.4 kg)
- LC-XNB4000N: 14.5 lb (6.6 kg)

**Dimensions**
- LC-WNB3000N/LC-XNB3500N: 4.3 x 12.8 x 10.4 in (110 x 325 x 265 mm)
- LC-XNB4000N: 14.5 x 16.6 x 9.5 in (36.8 x 42.1 x 24.1 cm)

**Audio Signal Inputs**
- Line-in to RCA, Mini Stereo x 2

**Image Resizing**
- Smart Scaling Technology

**Network Connectivity**
- RJ-45 x 1

**Lens**
- Speed: f: 1.6 ~ 1.9; FL: 0.728 ~ 0.874 in (18.5 ~ 22.2 mm)
- Zoom: Max: Min: 1.6:1

**Electronics**
- Processor: Up to 162 MHz

**Environmental Requirements**
- Operating Temperature: 41~ 95 °F (5 ~ 35 °C)
- Power Consumption: LC-WNB3000N: up to 1,108 BTU/hr
- Weight: LC-XNB3500N: up to 1,160 BTU/hr
- Power Requirements: 100 – 240V AC, 50/60 Hz

**Dimensions**
- LC-WNB3000N/LC-XNB3500N: 14.5 x 16.6 x 9.5 in (36.8 x 42.1 x 24.1 cm)
- LC-XNB4000N: 14.5 x 16.6 x 9.5 in (36.8 x 42.1 x 24.1 cm)

**Warranty**
- Projector: 3 years / 6000 hours (which ever occurs first)
- Lamp: 1 year ownership / 500 hours use (which ever occurs first)

** OPTIONAL ACCESSORIES**
- Replacement Lamp, Component Video Input Cable (Dsub15 to RCA), Ceiling Mount, Ceiling Post & Plate, Soft Carry Bag

**Power Specifications**
- Power Consumption: LC-WNB3000N/LC-XNB3500N: up to 3,000 Hours
- LC-XNB4000N: up to 3,000 Hours

**Brightness**
- LC-WNB3000N/LC-XNB3500N: up to 3,000 ANSI Lumens
- LC-XNB4000N: up to 4,000 ANSI Lumens

**Image Signal Inputs**
- USB Type A (with Dongle) x 1
- HDMI x 1
- DVI-D x 1
- D-sub 15 x 1
- RCA x 2
- Stereo Mini x 2
- Mini Stereo x 2
- RJ45 x 1

**Image Signal Resizing**
- Smart Scaling Technology

**Audio Signal Inputs**
- Line-in to RCA, Mini Stereo x 2

**Image Resizing**
- Smart Scaling Technology

**Environmental Requirements**
- Operating Temperature: 41~ 95 °F (5 ~ 35 °C)
- Power Consumption: LC-WNB3000N: up to 1,108 BTU/hr
- Weight: LC-XNB3500N: up to 1,160 BTU/hr
- Power Requirements: 100 – 240V AC, 50/60 Hz

**Dimensions**
- LC-WNB3000N/LC-XNB3500N: 14.5 x 16.6 x 9.5 in (36.8 x 42.1 x 24.1 cm)
- LC-XNB4000N: 14.5 x 16.6 x 9.5 in (36.8 x 42.1 x 24.1 cm)

**Warranty**
- Projector: 3 years / 6000 hours (which ever occurs first)
- Lamp: 1 year ownership / 500 hours use (which ever occurs first)

**INCLUDED ACCESSORIES**
- Power Cord 6.0 ft. (1.8 m) Detachable, VGA
- Computer Input Cable (Dsub15 to Dsub15), Wireless Remote Control (with 2 AAA Batteries), Wi-Fi Dongle

**OPTIONAL ACCESSORIES**
- Replacement Lamp, Component Video Input Cable (Dsub15 to RCA), Ceiling Mount, Ceiling Post & Plate, Soft Carry Bag

**Specifications subject to change without notice. ©2013 Eiki International, Inc. Printed in the USA. 05/01/13**