
12.Remote control  

 - The transmit distance of line ≧10m(TBD) 

- The transmit distance of directive ≧7m. (Horizontally ±15°, vertically ±15°) 

 

(a) Remote control key definition  

 



(b) Key code 

 

 



 

   

13. Audio   - Speaker 10W / 4 ohm *2 
 

E.  Optical Specifications  

1. Projection lens    
F# 2.3–3.15, f=17.63- 31.36mm @80", 1.8X Mechanical Zoom Lens. 

  
2. Projection Screen Size - For WXGA 

 Adjustable from 36.85” to 300” (Focus range with zoom @ wide) (Diagonal)  

Adjustable from 26.6" to 300" (Focus range with zoom @ tele)(Diagonal) 

 - For WUXGA 

 Adjustable from 38.7” to 300” (Focus range with zoom @ wide) (Diagonal) 

Adjustable from 27.9" to 300" (Focus range with zoom @ tele)(Diagonal) 

 

3. Projection Distance 

 - For WXGA 

1.0m to 8.2m (Focus range with zoom @ wide) 

1.3m to 14.7m(Focus range with zoom @ tele) 

- For WUXGA 

1.0m to 7.8m(Focus range with zoom @ wide) 

1.3m to 14.0m(Focus range with zoom @ tele)     

                                   

4. Throw Ratio - 1.26(wide) ~ 2.268(tele) distance/width @80” for WXGA  

                                  - 1.2(wide) ~ 2.16(tele) distance/width @80” for WUXGA                              

                                    TR = projection distance / screen width, all the spec. has +/-5% tolerance. 

 

5. Brightness -5000 ANSI Lumens        (Typical) for WXGA  

-4400 ANSI Lumens        (Minimum) for WXGA  

 -5300 ANSI Lumens        (Typical) for WUXGA 

-4700 ANSI Lumens        (Minimum) for WUXGA 

All the brightness specification is enacted at lens shift position: max.vertical 

LS and 0% horizontal LS. 

                   


