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1. Communication Protocol 
   Standard Baud rate: 9600 bps 
     Data length: 8 bits  
     Parity:             None 
     Stop bit:           1 bit 
     Flow Control:   None 
 
2.After receiving command, response same string. 
3.Command List for Firmware version dated 2007-09-14 (2007-08-17) 
Command Function Remarks 

POWR___1 Power On “___”  means 3 spaces. 
POWR___0 Power Off  
IRGB___1 Input1(analog RGB)  
IDVI___1 Input2(DVI)  
IVED___1 Input3(Video)  
ISEV___1 Input4(S-VIDEO)  
ICMP___1 Input5(Component)  
IMBK___1 V-Mute On  
IMBK___0 V-Mute Off  
ADJS___1 Auto Sync  
IMEN___1 OSD Menu key  
IMUP___1 OSD Up key  
IMDN___1 OSD Down key  
IMLE___1 OSD Left key  
IMRI___1 OSD Right key  
IBLK___1 Blank  Hide On\Off 
IKSU___1 Keystone Up   
IKSD___1 Keystone Down   
IASP___1 Aspect Ratio (4:3 16:9)  
IVUP___1 Volume+   
IVDN___1 Volume-   
IECO___1 Eco On   
IECO___0 Eco Off   
IBRI___1 Brightness+   
IBRI___0 Brightness-   
ICNT___1 Contrast+   
ICNT___0 Contrast-   
TPOW___1 Request Status 1. Added on 070817 

2. Response  
TPOW___0 when projector is in standby, 
TPOW___1 when projector is on,  
TPOW___2 when projector is cooling down 

RLAH___1 Request Lamp Used Hours 1. Added on 070817 
2. Response RLAH___XXXX  

XXXX denotes the lamp used hours. 
RLAH___0012 means the lamp has been used 
for 12 hours. 

IASP___1 Set Aspect Ratio to Best fit 1. Added on 070914 
2. Response IASP___1. 

IASP___2 Set Aspect Ratio to 1-To-1 1. Added on 070914 
2. Response IASP___2. 

IASP___3 Set Aspect Ratio to Reduced 1. Added on 070914 
2. Response IASP___3. 

IASP___4 Set Aspect Ratio to Full 1. Added on 070914 
2. Response IASP___4. 

 
 


