EIK] CD 7070A

Projectors... and more!

Key Features: Model 7070A

7070A
The 7070 is a classroom audio center equipped with: Classroom AUd iO Ce nter

- 7W Stereo Sound System for group listening
- 5 Stereo Headphone Jacks for private listening

Its robust design includes 2 audio sources:

- CD Player: plays both MP3 or WMA files from CD-R or CD-RW disks

- Tape Cassette Player/Recorder: plays audio cassettes and records
to tape audio played on the CD player

Specifications: Model 7070A

Inputs [VOLUME] knob
Microphone ... 1/8 in. (3.1mm) Mono Miniature Phone Jack x 1 [BALANCE] knob (CD] Input Select switch
Remote 3/32 in. (2.5mm) Subminiature Phone Jack x 1 TONE] knob Tape Counter & Counter Reset button
Auxiliary 1/8 in. (3.1mm) Mono Miniature Phone Jack x 1 (AC)indi
indicator Cassette holder
Outputs ﬂ‘
Headphone Connections..............cccceo.e. 1/4 in. (6.3mm) Stereo Phone Jack x 5
Amplifier 7W x 7TW (Stereo) at 4 Ohms
Built-in Speakers ..., 4 in. (10cm) Round x 2 (L & R)
External Speaker Output 1/4 in. (6.3mm) Phone Jack x 2 (L & R)
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Dimensions  .......cccceeeiiinnn. 3.94 x 15.75 x 11.22 in. (100 x 400 x 285 mm.) \ e |~
WEIGNT e 8.16 Ibs (3.7 kg.) ) 1= o 10 d
Packaged Dimensions (HxXWxD) 8.25" x 20" x 14.75” (210 x 508 x 375 mm.) /
Packaged Weight ... 11.41b. (5.2 kg.) i EIK[
EED | s
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x ¥ ARRARR

Power Requirement.............ccoevieeiciinicincicien, 100 ~ 120 V AC, 50/60 Hz | | [PAUSE] button
Power Consumption 28 Watts Disc cover [STOP/EJECT] button
Power Cord 5’ (1.5m) 3 Prong, Attached [FF (Fast Forward)] button
Electrical Safety ComplianCe ..........ccccoveeiiiiiiniiieiiic e UL, cUL, IEC LCD display [REWIND] button
Electromagnetic Compatibility [PLAY] button

US: Model 7070A ..ot FCC Part 15 Class B Disc cover [PUSH OPEN] button [RECORD] button

Canada: Model 7070C ........cccoeiiiiiiiiiiie e IECS-003 Class B
User Care
Operating TeMPerature ..........ccceeiveeenieeessiee e 41 ~95°F (5~35°C)
User MaintenanCe ..........ccoocevviieiiiiiiciiee e See User Guide
Warranty

Warranty: (to the original end-use customer)
This device is warranted to be free from defects in materials and workmanship for a
period of 1 year from the date of purchase.
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